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Technical information
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Descripition:
Thermal-Differential-Detector for early 
fire dectection. 
Alarm release in case of fast
temperature increase. Max. approx 75°C 

including 
mounting base.
with visual “release” display, 

Technical data:
Connection voltage:
Current consumption (rest):
Casing:

Operating temp.:

24V DC
0,1 mA
AP-plastic,
round, white
-20° till +90°C

Approval-
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Cable Outlet

Electrical connection:

4 5

 WSC 3xx

last autom. detector

first
autom.-detector

active
end-
module!

x active
   endmodule

1516

WSC 4xx

X endmodule

bl
uere

d

bl
ue

re
d

L1 L2

L1 L2 L1
IN OUT

L1 L2 L1
IN OUT

x In case of using autom. detectors
   please remove the endmodule of
   clamp 4 and clamp 5 for WSC 3xx,
   or clamp 15 and clamp 16 for
   WSC 4xx, and install inside the last 

or only detector!
   Active endmodule to install only,  

when no detector is connected!

Thermal-Differential-Detector WSA 310 (Apollo 55000-127)

CH: WindowMaster AG
( 062/289 22 22

D: WindowMaster Fenstertechnik GmbH
( 040/54 73 85-85

GB: WindowMaster Control Systems Limited
( 01 536 510 990

Head office: WindowMaster A/S

( +45 45 67 03 00

Skelstedet 13
2950 Vedb k
Denmark

æ

www.WindowMaster.com

Connection to control for
fire and comfort ventilation


